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1 ™3 CONSTRUCTION DETAILS | - GENERAL NOTES — =60’
g REMOVE AND DlenOE OF ERISTING TRACE AL D ipNAE HEADS . FOR FINAL PAVEMENT MARKINGS REFER TO THE PAVEMENT MARKING |
¢, USE EXISTING CONDUIT | . ' PLANS, OTHER THAN THOSE DETAILED ON THE PLAN. ALL PAVEMENT
D. USE EXISTING HANDHOLE ‘ . . : MARK INGS SHALL BE INSTALLED IN ACCORDANCE WITH MSHA
E. USE EXISTING BASE MOUNTED CABINET. REMOVE AND CAP EXISTING ELECTRICAL SERVICE EQUIPMENT. X Sl I T STANDARDS. | § |
F. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) ‘ A VS RN | |
G. INSTALL ELECTRICAL HANDHOLE | Y 4@(; IR 2. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
H. EXISTING CONDUIT TO BE REMOVED AND CAPPED AT PROPOSED CURBLINE UNDER CLASS 1 EXCAVATION 1 AR @é? fi 0 PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE
J. EXISTING HANDHOLE TO BE REMOVED UNDER CLASS 1 EXCAVATION | 3 pooun AT ! "TRAFFIC SIGNAL MODIFICATIONS.
K. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (SLOTTED) K B P i § | "
L. INSTALL VIDEO DETECTION CAMERA ON EXISTING LIGHTING ARM . ? A Z e e " % 3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY LABELING
M. USE EXISTING SPAN WIRE " % Vo = ; E ALL SIGNAL CABLE.
N. INSTALL NON-INVASIVE MICROLOOP PROBE SET | L 15 b t |
0. INSTALL 24 IN. WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS FOR STOP LINE 3 ;1o ) 4. THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL
Q. SHIFT EXISTING VEHICULAR SIGNAL HEADS AS SHOWN ON PLAN AND UPGRADE TO LED SIGNAL HEAD MODULES | = | | .
g' ?5g?XELE§I?glNgcgggﬁﬁgAgosé?gID PVC ELECTRICAL CONDUIT (TRENCHED) FOR PROPOSED UNDERGROUND 7 ThE iy | 5. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR
. o i — e w...-’-_»-__’-'"""'.x:i"i}(g ¢
TELEPHONE SERVICE. UTILIZE EXISTING EMPTY 2 IN. CONDUIT BEND IN CABINET. GAP AND MARK CONDUIT AT T T | ” TO INSTALLING PROPOSED SIGNAL EQUIPMENT. ——IF ANY UTILITIY
UTILITY POLE FOR USE BY OTHERS. . - o S CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE
T. INSTALL 200 AMP METERED SERVICE PEDESTAL (NOTE: 3-2 IN. 90 DEGREE PVC BENDS) > PROJECT ENGINEER.
U. INSTALL PROPOSED OVERHEAD SIGN ' = STATE OF MARYLAND
W INSTALL 3 N SGREDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) | | | | : - ; DT o TSP ORTATION
" WITH 1-2  IN. PVC 90 DEGREE BEND IN EXISTING BASE MOUNTED CABINET FOUNDATION - - i | ; STATE HIGHWAY ADMINISTRATION
X. INSTALL 1-3 IN. PVC 90 DEGREE BEND IN EXISTING STRAIN POLE FOUNDATION | | | - | S n ‘ ‘ OFFICE OF TRAFFIC & SAFETY
' S F SR 20 e A U VIO G TOR GO QN R NG STRAIN PoLE. ’ '
- - - " FOR UNDERGROUND POWER SERVICE. THE CONTRACTOR SHALL CAP, MARK., MD 197 (LAUREL BOWIE ROAD) AT POWDER MILL ROAD.
- | | AND LEAVE A 1 FT. STUB WITH PULLSTRING AT BASE OF UTILITY POLE FOR USE BY OTHERS.
AA. USE EXISTING STRAIN POLE : | - | -
BB. INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) - o R\\\ ~ - . s
- _ APPROVALS /- REVISIONS ’
UTILITY LEGEND | | | {& yd I TRAFFIC SIGNALIZATION PLAN
; ) ' ’ ADD SOUTHBOUND LEFT 6/2006 " _ et .
30 SD STORM DRAIN . \\3/ @ TURN PHASE TO MD 197 SCALE =20 DATE 2/1/89 CONTRACT NO. PGGB325187
8 G G GAS MAIN TEAWM TERDER < SHA NG, PC6325187 _
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